WO 2005/057866 



PCT/SE2003/001951 




WO 2005/057866 



PCT/SE2003/001951 



2/6 




WO 2005/057866 



PCT/SE2003/001951 



3/6 




START 








COLLECT INFORMATION 
ABOUT USERS AND 
BEARERS 






DETECTING CHANGE IN 
AVAILABLE BANDWIDTH 






IDENTIFYING USER 
EQUIPMENT TO BE 
AFFECTED 






NOTIFYING IDENTIFIED 
USER EQUIPMENT 






ADAPTATING BANDWIDTH 
FOR IDENTIFIED USER 
EQUIPMENT 







SO 



SI 



S2 



S3 



S4 



STOP 




FIG. 3 



WO 2005/057866 



PCT/SE2003/001951 



4/6 




START 




SELECT NEXT USER IN 
USER DATA BASE 






NO 


TARGET USER FOR 
DOWN-SWITCH 







NO 



IS DOWN-SWITCH 
ENOUGH? 




YES 



STOP 



FIG. 4 



WO 2005/057866 



PCT/SE2003/001951 



5/6 

START 



SELECT NEXT 
USER FROM 
DATABASE 



YES 




NO 



TARGET FOR 
DOWN-SWITCH 



NO 




STOP 



FIG. 5 



WO 2005/057866 



6/6 



PCT/SE2003/001951 




